
PROOFIRE
COMPETENCE IN ACOUSTICS 
AND FIRE PROTECTION.

 



YOUR
ADVANTAGES

fire classification:  non-combustible(gypsum board)
(DIN 13501-1)  A2 - s1, d0  
 (composite tested)
 and:
 difficult to ignite (MDF)
 B - s1, d0 | B s2, d0
 (composite tested)
thickness: from 16,5 mm

surfaces: veneer, UV lacquered 
 CPL 
edging: according to surfaces  

format: gypsum: max. 3.060 x 1.260 mm
 MDF:     max. 3.600 x 1.300 mm

TECHNICAL SPECIFICATIONS

Acoustic elements with the ad-
dition PROOFIRE stand for the 

highest fire protection properties 
and are extensively tested and cer-
tified in composite.

They expand our product lines pro-
line and slimline to include flame-
retardant and non-combustible 
ones elements for wall and ceiling 
cladding. 

Both the customizable acoustic pa-
nels of the proline and the slimline 
slats can be offered perforated or 
slotted and ensure effective sound 
insulation.

A wide range of surfaces guaran-
tees a high-quality look and maxi-
mum freedom of design.

As a special highlight, we offer the 
option of a matching veneer or CPL- 
edge which is also composite tested 
and certified.

Discover acoustically effective fire 
protection solutions for your high-
quality interior construction with 
PROOFIRE by akustikplus.

MAXIMUM 
FIRE PROTECTION

HIGHLY
SOUND ABSORBING

VARIETY OF
SURFACES

LARGE
FORMAT SELECTION

EDGING
IN COMPOSITE construction as:

slimline slat  
(MDF)

construction as:
proline acoustic board
(MDF)

 



akustik plus Behringen GmbH & Co. KG
Im Straßfeld 2
D - 99820 Hörselberg-Hainich

www.akustik-plus.com

Tel: +49 (0) 36254 8659-0
Fax:+49 (0) 36254 8659-55
info@akustik-plus.com

OUR
PROMISE

We are your partner when it co-
mes to acoustically effective 

fire protection solutions for high-
quality interior construction.

Whether new buildings, renovation 
work or subsequent installations - 
requirements for fire protection are 
becoming increasingly important.  
At the same time, design, acoustics 
and building biology considerati-
ons are moving into the planning 
focus.

As an innovative manufacturer, 
akustikplus offers practical system 
solutions and meets the individual  
requests of our customers. 

We will provide you with declara-
tions of performance, specification 
texts and further information. We 
would be happy to advise you per-
sonally.

We look forward to your project! 

YOUR WAY 
TO US 

ACOUSTICS MEETS
FIRE PROTECTION

veneer | CPL surface

core board (gypsum) drilled 

A2 - s1, d0, B - s1, d0 und B - s2, d0 
composite tested. 

Acoustically effective holes on the core board 
ensure optimal sound absorption. The perfo-

rated or slotted surfaces (see below: European 
oak veneer | finest) give the elements a high-
quality look. A suitable edge, which is also certi-
fied as a composite, complements PROOFIRE to 
create the ideal solution for maximum fire pro-
tection requirements.

fleece

edge


